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RD-4055Customized Software for Recalling the Setting from Job Memory with Barcode

Installing the Barcode Scanner

Included Parts

To apply this software upgrade
1.�Install the customized panel control program with USB thumb drive. 

(See Section 1-6-2 for details.)
2.�Turn the power off and on again. 

•The upgrade is excuted at this time.
3.�When the upgrade is completed, turn the power off and on again. 

You can use this system.

•	 Cable Clamps 		  3pcs
•	 Cable Ties 			  3pcs
•	  Barcode Scanner  

(with stand) 		  1 pc

come with presets

1	Set up the Memory Barcode on the Administrator Setting screen.

	

Enter the first digits which 
is started reading.  

Enter the number of digits 
read. (3 digits at maximum)  

M123
M   1   2   3

Example:
In case of setting 
like this,

the setting will be recalled from the No. 023 of 
the job memory. 

3 2

2	Scan the barcode while the machine is not running.

Operating Procedure Specification of Barcode

•	 20 letters or less
•	 Code 39 ( recommended)123456789

1    2    3    4    5    6    7    8    9

# Store the job settings to the job memory 
(from No.001 to No.200) in advance. 

Press the OK and do a changeover.

The Memory Barcode setting on the Administrator Set-
ting screen is wrong.  Press the OK and set it again.

No setting is stored in this memory No. Press the 
OK and store the job setting.

Normal

Faulty

Faulty

The barcode can be scanned except when these 
screens or keypad is displayed.  

Connect the barcode scanner before turning the Power switch on.




