Spedifications

Specifications
Main specifications
Model Number C911dn/C931dn/ES9411dn/ES9431dn/Pro9431: N36100A(120V), N36100B(Z30V),
N36100C{100V)
C241dn/ES9541dn/ES9542/Pro9541/Pro9542:  N3I6101A(120V), N36101B(230V),
N36101C{100V)
CPU Co11/E59411: ARM Processor (1GHz)

C£931/C941/C942/ES9431/ES9541/ES9542/Pro9431/Pro9541/Pro2542: ARM Processor (1.2GHz)
RAM (standard/ 2GB/2GE

max. )
Weight C2911/C931/ES9411/E59431/Pro9431: Approx. 82kg (not including consumables)™
C941/C942/FS9541/ES9542/Pro9541,/Pro9542: Approx. 91kg (not including consumables)™
Power 110 to 127 VAC ERangE 99 to 140 VAC), 50/60 Hz £ 2%
220 to 240 VAC (Range 198 to 264 VAC), 50/60 Hz £ 2%

Power consumption | Dunng operations: 1,600W max./Average 1,100W
During standby:  Average 40W

In power save mode
In power save mode: 30W maox.
In sleep mode: AW max. (factory settings)
In Auto Power OFF:  0.4W max.
* The product does not consume power when the main power switch is OFF, even if the power plug is
inserted into the outlet.

Use environment Temperature 10°C to 320C, humidity 20% to 80%RH

conditions Max. wet bulb temperature 25°C (Environments where high-quality and full color are
assured : Temperature 17°C to 272C, humidity 50% to 70%RH)

Metweork connection | 1000BASE-T/ 100BASE-TX/10BASE-T (Factor y settings 100BASE-TX/ L0BASE-T)

Local connections USBZ2.0 interface (Hi-Speed USE supported)

Display 4.3" high-resolution color LCD (480x272dots)

Compatible 05 Windows E.Lfﬂﬂ.l'indnws 8/Windows 7/Windows Vista/Windows Server 2012 RZ/Windows
Server 2012

Windows Server 2008 RZ/Windows Server 2008

Mac OS X 10.3.9 to 10.10 _

For details, see the operations environment.

Print method C911/C931/E59411/E59431/Pro9431: Dy electronic photo method using 4

continuous digital LED heads, _
Co41/C942/E59541/E5954 2/ Pro9541 /Pro9542: Dry electronic photo method wsing 5 continuous

digital LED heads
Rzsolution | Print 1200 x 1200dpi (2 shades) / 1200 x 600dpi (16 shades) / 600 x 600dpi (2 shades)
resolution
LED dot pitch | 1200dpi
Print colors Yellow, magenta, cyan, black, white™, dear™
Print languages PostScript3, PCL6 (PCLXL3.0, PCLSc), PDF1.7, XPS, IBM PPR, EPSON FX
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